Contents

Stabilized mortar with air incorporator agent and plasticizer set retarder: performance measurement
A. SCHACKOW, A. K. FERRARI, C. EFFTING, V. O. ALVES and I. R. GOMES

Consumption of superplasticizer admixture for different cements and their binder efficiency
R. T. CECEL, P. C. R. A. ABRÃO, F. A. CARDOSO and V. M. JOHN

Reliability-based calibration of Brazilian structural design codes used in the design of concrete structures
W. C. SANTIAGO, H. M. KROETZ and A. T. BECK

Experimental investigation on shear resistance of self-consolidating concrete beams
G. SAVARIS and R. C. A. PINTO

On the use of parameter gz in fire situation
E. A. K. NACCACHE, I. PIERIN and V. P. SILVA

Revised formula for predicting the long-term deflection multiplier of normal and high strength concrete
M. H. MUHAISIN, A. R. JAWDHARI and H. K. AMMASH

Aerodynamic effects on a high slenderness concrete chimney
M. LOREDO-SOUZA, M. M. ROCHA, M. G. K. OLIVEIRA and P. GRALA

Effect of nano-silica on Portland cement matrix
T. M. MENDES and W. L. REPETTE

Study about concrete with recycled expanded polystyrene
C. H. R. CARVALHO and L. A. C. MOTA

Proposal of a new system to classify possible damages in piles partially reinforced considering the results of low strain integrity tests
R. P. S. PASQUAL, A. C. M. KORMANN and T. F. DE SOUZA JUNIOR

Optimized dimensioning of steel-concrete composite beams
A. R. SILVA and T. A. RODRIGUES

Numerical analysis of torsional tangent rigidity of reinforced concrete waffle slab
C. C. NUNES